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A. CHECK SURFACE
•	 The machine should be parked on a 

level surface.

•	 The machine is provided with four 
wheel chocks. Always use them while 
parked. 

B. CHECK BRAKES
The machine is equipped with a parking brake located at                           
the front of the trailer.

•	 Make sure releasing and tightening the parking brake every                   
other day to prevent mechanism to lock up. 

C. CLEAR SPACE
•	 Do not block any of the machine’s 

ventilation or exhaust systems.      
Keep at least 1 meter free at every 
side.

•	 Do not move behind the machines 
exhaust system while its running. 
Blocking the engine’s exhaust will 
prevent fresh air from combustion 
causing the engine to stall.
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PARKING

D. GROUNDING
•	 Please ensure that the machine is grounded.

Make sure ground rod is installed before powering up 
the machine. This ensures the safety and protection of 
the machine and personal due to  electrical hazards.

E. LONG  INACTIVE PARKING
In the event of parking the machine without use, (Please see Step 
2 above). Set the machine to storage mode (We refer to Victron 
manual for more information). 
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BEFORE STARTING

A. LOCATE EMERGENCY BUTTON
•	 Please locate the emergency stops before operating this 

machine.
Please familiarize yourself with the machine. 
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B. DIESEL & OIL
•	 Please ensure the diesel              

generator has the required diesel, 
oil and coolant.

•	 Please ensure there is sufficient 
engine oil in the generator.
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C. PARKED & GROUNDED
Please ensure that the machine is parked and secured well.

•	 Please ensure that the machine is grounded.

✓

✓



BEFORE STARTING

D. FUELING

Close loop filling is strictly prohibited.

The diesel generator has a fuel capacity of 700L. The diesel 
must at least meet the EN-590 standard for diesel fuel.

•	 To fill the diesel generator, please unscrew the fuel cap
and insert fuel pistol. Diesel must be added with fuel pistol.

Remember to screw the fuel cap back on after filling.

✓

✓

✓

✓

E. GENERATOR COMPARTMENT HATCH
Always keep hatch closed and locked when machine is 
turned ON.

Always keep hatch closed and locked when transporting 

F. CLEARANCE SPACE
Please ensure that there is sufficient free space surrounding 
the machine.
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Always press the emergency button if the engine is 
running and you need to add fuel.



STARTING
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A. RELEASE EMERGENCY BUTTON
Make sure to release emergency button before starting the 
machine.

C. CHECK GENERATOR 
If the generator is not active, it does NOT mean that the machine is not 
supplying electricity. The generator is only active when charging the batteries

The generator turns on automatically when the batteries are discharged.

B. CHECK INDICATOR LIGHT
Please note that indicator light is ON. This means that 
machine is on.
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TRANSPORT

A. TRANSPORT INSTRUCTIONS
The trailer can be pulled with a car. Please make sure that your car is       
approved for pulling up to 3500 kg.
Do not try to push or pull the machine by yourself. The machine is heavy 
and if handled incorrectly can lead to injuries.

B. IMPORTANT SAFETY 
RULES

Always have the emergency stop 
button pushed IN when transporting 
the machine.
Always insert fork lift all the way 
under the LIFT POINT stickers.
Use fork lift with minimum 
forklength of 1.6 m.
Use fork lift with a sufficient load 
capacity of minimum 3500 kg.
Always follow the tie down 
instructions
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TROUBLE SHOOTING

A. GENERATOR OUT OF FUEL
After refueling the generator, please pump the fuel filter primer, after so 
press in the emergency stop and release after 5 seconds. The engine will 
start turning and keep pumping the primer until generator starts.

B. GENERATOR NOT CHARGING
Press in emergency button, wait 5 seconds, and release it again. 
Generator will start and battery will begin charging after 1 minute.

C. GENERATOR IS ON, BUT NO POWER
Check HPFI relay has switched off, if not, try press in emergency button and 
release after 5 seconds. If this does not solve the issue, please call service 
number mounted on generator.



USING THE OUTLETS

A. USING THE OUTLETS
The main switchboard consists of 15 outlets ranging from 1 phase 16A to 
3 phase 63A.

B. CHECK SWITCHES
Make sure that the fuse switches and the main circuit 
switch are turned on!
It is possible to power grid charge the batteries 
with up to 16A.

Consists of 8 separate 16A 1 phase 230V outlets with HPFI protection

Consists of 3 separate 16A 3 phase 400V outlets with HPFI protection

Consists of 1 32A 3 phase 400V outlet with HPFI protection

Consists of 2 separate 32A 3 phase 400V outlets with HPFI protection

Consists of 1 63A 3 phase 400V outlet with adjustable HPFI protection

Is the supply from the batteries, and should NOT be unplugged
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HYBRIDGENERATOR ApS
Monday - Thursday
8.00 am - 4.00 pm

Friday
8.00 am - 3.00 pm

Nørrevang 15, 5792 Aarslev
Denmark

+45 38 33 00 00
info@hybridgenerator.dk

+45 51 16 16 51
support@hybridgenerator.dk

SUPPORT 24 / 7

tel:+4551161651
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